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Micro Precision Z 170 MK IV Bass-Midrange

Height total [mm] 74 FS 38 Hz
Outer Diameter [mm] 170 Moving Mass 12,2
Cutout Diameter [mm] 145 Impedance 4 Ω
Interior Depth [mm] 69 Powerhandling 60 W
Drillcircle [mm] 162 Voicecoil Aluminium

Voicecoil Diameter 25 mm
Membrane Z
Filter 63 Hz / 18dB

Weight 2,1 Kg / Pair Update 9. 2011

Technical Data

Features :!!
The Z-170 MK IV, released „April 2009“.!!
The MK IV is the next evolution. Comparing to MK III improved 
magnet system with copper shielding. Less distortion, extended 
frequency response. !!
History :!!
Update 9.2011 : New surround geometry with less mechanical 
resistance.!!
Update 11.2013 : New spider, new voicecoil. Less mechanical 
resistance because of the new parts & geometry. QTC is now 0.7. 
New parameters on next page.!!
Update 10.2014 : New, 100% CNC made magnet system. 
Aluminium shielding inside. 
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Micro Precision Z 170 MK IV Bass-Midrange

Measure Unit

Re 4,87 Ω

Fs 38,3 Hz.

Qes 0,57 -

Qms 3,33 -

Qts 0,49 -

Le 0,25 mH.

VAS 35,32 Liter

Mms 12,21 Gramm

Cms 1411 μM/Newton

Eff. 87,2 1W. / 1M.

Diam 130 mm.

Rms 0,88 R

Measure Unit

Re 4,15 Ω

Fs 47,83 Hz.

Qes 0,87 -

Qms 9,43 -

Qts 0,79 -

Le 0,20 mH.

VAS 22,51 Liter

Mms 12,3 Gramm

Cms 899 μM/Newton

Eff. 87,2 1W. / 1M.

Diam 130 mm.

Rms 0,39 R

< 11.2013 Data after 24h.! > 11.2013 Data after 24h.!

mailto:info@micro.precision.eu?subject=Question..
http://www.micro-precision.eu

